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    - VOLTAGE RATING OF COVER:  600V

NOTES:

1. MATERIAL:  LOW DENSITY BLACK POLYPROPYLENE

2. UL LISTED AND CSA CERTIFIED
    - WHEN USED WITH SPECIFIED HTAPS
    - MAXIMUM TEMPERATURE RATING:  90  C

LISTED

*NOTE:  COVERS ARE NOT UL LISTED FOR USE WITH CTAP CONNECTORS

LISTED FOR USE WITH CTAP CONNECTORS04 FLDJHNU JHNU FLD
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CVR6‐1 2.00 [50.8] 1.20 [30.5] 1.26 [32.0] N/A CTAP4‐8, CTAP4‐6, CTAP4‐4
CVR2‐1 3.38 [85.9] 1.40 [35.6] 2.00 [50.8] HTCT2‐2 CTAP2‐4, CTAP2‐2, CTAP2/0‐2
CVR250‐1 3.38 [85.9] 1.55 [39.4] 2.05 [52.1] HTCT250‐250 CTAP2/0‐2/0
CVR500‐1 3.86 [98.0] 1.97 [50.0] 2.66 [67.6] N/A CTAP4/0‐2, CTAP4/0‐2/0, CTAP4/0‐4/0
CVR1000‐1 5.62 [142.7] 2.45 [62.2] 3.72 [94.5] N/A N/A
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